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EXTREME 5W-30

API SN/CF ACEA C3
Doill Otomobil-Ara¢c Motor Yagi

Motor Yag

Tam Sentetik

Kullanimi

Doill EXTREME OIL 5W-30, dizel araclarda bulunan en yeni dizel partikll filtreleri (DPF’ler) ve benzinli araclarda bulunan
katalitik konvertérler (CAT'ler) ile tamamen uyumlu olan, dzel bir karisim olarak tretilmistir. DOILL EXTREME OIL 5W-30,
ustun performans ve korumanin yani sira yakit ekonomisinde yarar saglamaya yardimci olmak amaciyla tasarlanmistir. Stop
— Start'li araclar icin tavsiye edilir. Dizel, Benzin ve LPG'li araglara uygundur.

Performansi
Doill EXTREME 5W-30 ful sentetik motor yagi, aracinizda sagladigi performanslar:

* En yuksek standartlarda bagimsiz olarak test edilmistir

* DUnyanin &énde gelen otomobil Ureticileri tarafindan &nerilir.

e Titanyum Altin Teknolojisi sayesinde, yuzeylerde ustun filim yapar.

* Motoru asiri basing altinda bile tum bosaltma araligi boyunca korur.

o Cesitli surus kosullari ve sicakliklarda kanitlanmis performans sunar.

o Komprersér verimliligi saglar.

 Ful sentetik yapisi ile, en soguk sartlarda bile, ilk calismada tam yaglama yapar.
» Yuksek TBN degeri sayesinde, motorunuzda ulra temizlik yapar.

e Yipranmis motorlarin dSmrunu uzatir.

Oneriler

Doill EXTREME 5W-30, sadece benzeri 6zellikteki Grunler
ile karistinlabilir. ACEA c3

Urlnu profesyonel destek alarak degistirin.

Urdnu kullanmadan énce, arag kullanim kitapgigr bakin. API B

Urtn kullanimr ile ilgili detayli bilgi icin Doill ile iletisime BMW Longlife-04

gecebilirsiniz.
MB-Approval 229.31/

MERCEDES 229.51

PORCHE C 30

PEUGEOT CITROEN B712290-2297
CHRYSLER MS-11106
VOLKSWAGEN VW 504 00 / 507 00
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Digerleri

Ozellikler ve Spesifikasyonlari

Sinif 5W-30
Kinematic Viskozitesi @ 100 °C, mm?/s, ASTM D445 12.1
Kinematic Viskozitesi @ 40 °C, mm?/s, ASTM D445 68.9
Viskozite indeksi, ASTM D2270 175
Akma Noktasi, °C,ASTM D97 -46
Kal, Kukart, kutle %, ASTM D874 0.6
Fosfor, kutle%, ASTM D4951 0.125
HTHS Viscosity @ 150 C 1x10(6) sec(-1), Sheared, mPa.s, ASTM D4683 3.8
Total Baz Numrasi, mgKOH/g, ASTM D2896 8.4
Yodunluk @ 15 °C, g/cm3, ASTM D4052 0.855
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Doill, the Doill logo and related marks are trademarks of Dogan Boya Makine Ve Kimya Sanayi Limited Sirketi, used under license.

This data sheet and the information it contains is believed to be accurate as of the date of printing. However, no warranty or representation, express or implied, is made as to
its accuracy or completeness. Data provided is based on standard tests under laboratory conditions and is given as a guide only. Users are advised to ensure that they refer to
the latest version of this data sheet. It is the responsibility of the user to evaluate and use products safely, to assess suitability for the intended application and to comply with
all applicable laws and regulations. Material Safety Data Sheets are available for all our products and should be consulted for appropriate information regarding storage, safe
handling, and disposal of the product. No responsibility is taken by for any damage or injury resulting from abnormal use of the material, from any failure to adhere to recom-
mendations, or from hazards inherent in the nature of the material. All products, services and information supplied are provided under our standard conditions of sale. You
should consult our local representative if you require any further information you can call +90 850 302 41 40
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