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GEARMAX SYN VW300 75W/80

APl GL-5/ GL-4+ / GL-4
Doill Manuel Transmisyon Yagi

Transfer kutusu ve Disli Yag:

Tam Sentetik

Tanitimi

Doill GEARMAX SYN VW300 75W/80 , yuksek rafine edilmis baz yaglarn ve Ustin katiklar ile formile edilmis, her
mevsim sartlarina gére Ustlin performans saglayan ve yuUksek seviye vites gecislerinde koruma saglayan tam sentetik
manuel sanziman yadidir. Doill GERMAX SYN VW300 75W/80'In kararliigi ve dayanikliigi, APl GL-5 servis dnersi, SAE
75W/80 viskozite seviyesi olan uygulama alanlarinda dogru segim sadlar.

Performansi
Doill manuel sanziman gecislerinde énerdigi avantajlar:

o API GL-5, API GL-4+ ve API GL-4 performans seviyelerini karsilamaktadir.

e Uzun d&murlt yad kullanimi saglar.

» Oksidasyon ve termal kararlilik saglar.

¢ Tam sentetik sanziman yagidir.

» Gelismis kavrama dayanikliigr icin surtinmeye karsi mukemmel koruma saglar.
* Sanziman sicakligi soguk sartlarda, ilk calismada kolay vites gecisleri saglar.

« Vites gecisleri yumusak olur.

« Disli kutusu tasariminda kullanilan her turlU conta ve sari materyal i¢cin uygundur.
* Korozyon ve kopuk onleyicidir.

Oneriler

Doill GEARMAX SYN VW300 75W/80 ile benzeri performans seviyesindeki sivilar ile karistirlabilir.
UrtinG profesyonel destek alarak degistirin.

UriinG kullanmadan énce, arac kullanim kitapcigi bakin.

Urtin kullanimi ile ilgili detayli bilgi icin Doill ile iletisime gecebilirsiniz.

Ozellikler ve Spesifikasyonlari

Yogunluk @ 15 °C, g/cm? ASTM D4052 0.858
Kinematic Viskozitesi @ 100 °C, mm?/s, ASTM D445 9.5
Kinematic Viskozitesi @ 40 °C, mm?/s, ASTM D445 52
Viskozite indeksi, ASTM D2270 170
Brookfield - 40 °C, (cP), ASTM D2983 41000
Renk, Gérunum, ASTM D1500 Sari
Parlama Noktasl, °C, Clevland Acik Kap, ASTM D 92 225

Akma Noktasi °C, ASTM D 97 -42



Ozellikler ve Spesifikasyonlari SEBRMEX

wN 75W/80

Asagidaki performans seviyelerini karsilar veya gecer:

OEM GRUP SPESIFIKASYON
SAE J 306 / 75W-80
API GL-5/ GL-4+ / GL-4
ZF ZF TE-ML O1E, O2E, 16P
MERCEDES MB 235.41
AUDI / VW TL 52532
PEUGEOT CITROEN PSA B71 2330
FORD WSD-M2C200-C
MAN MAN 34175
MIL MIL-L-2105D

FZT Sepwise

— GERRMRX FZG Disli
= Diger Yag 1 Testi Sonuglan
= Diger Yag 2

\ 210 Kg

7 LSE 220 Kg
FZG Sprung 4-Ball weld

Astli Agirtik LSF = Load Stage Fail "'{,‘:‘}‘:‘"’:‘;f,"‘e
“Yuk Asamasi Sinirt”

Test Piyonu

Test Tekeri

Tahrik Disli Kutusu
Déner Kaplin
Kilitteme Pini
Agirlik ile Yiik Kolu
Tork Gostergesi
Sicaklik Senséru Mahruti Disli
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This data sheet and the information it contains is believed to be accurate as of the date of printing. However, no warranty or representation, express or implied, is made as to
its accuracy or completeness. Data provided is based on standard tests under laboratory conditions and is given as a guide only. Users are advised to ensure that they refer to
the latest version of this data sheet. It is the responsibility of the user to evaluate and use products safely, to assess suitability for the intended application and to comply with
all applicable laws and regulations. Material Safety Data Sheets are available for all our products and should be consulted for appropriate information regarding storage, safe
handling, and disposal of the product. No responsibility is taken by for any damage or injury resulting from abnormal use of the material, from any failure to adhere to recom-
mendations, or from hazards inherent in the nature of the material. All products, services and information supplied are provided under our standard conditions of sale. You
should consult our local representative if you require any further information you can call +90 850 302 41 40
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